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Guide
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specify and install Youngman’s

entire range of Loft Ladders.
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• Dimensions and clearances
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• Diagrams
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If you want to turn your loft into extra living space, you will
need to consult your Local Authority’s Building Control Officer.
Planning regulations apply to many aspects of the work.

Safety first
Lay planks over joists to prevent an accident. Lofts can be full 
of fine dust, so wear respiratory protection in the form of a half
mask if you are cleaning or removing old insulation.
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Usage Guide & Fitting Requirements
Fixing Points
Pivot bracket screwed to top lip of loft hatch.

Hatch
Convert to down-swinging trap door
(fittings supplied)

Loft Floor
Boarding not required, provided ladder rests on a
firm base when stowed.

Height Adjustment
Adjustable sliding stops on back of ladder stiles.

Spacemaker 2-section loft ladder Easiway 3-section loft ladder

Usage Guide & Fitting Requirements
Fixing Points
Pivot bracket screwed to top lip of loft hatch. 
Pivot arm retaining bracket screwed to loft floor
behind hatch.

Hatch
Convert to down-swinging trap door 
(fittings supplied)

Loft Floor
Solid floor/base required behind hatch for 
securing of pivot arm.

Height Adjustment
Adjustable sliding stops on back of ladder stiles.

Key Dimensions
• For floor to floor heights up to 2.6m (8’6”)

• Loft opening 406mm wide x 457mm deep
minimum (16” x 18”)

• Tread depth 50mm (2”)

Features
• New metal safety catch prevents premature drop

during sliding ladder operation

• Deep non-slip treads for maximum safety

• Maximium safe loading: 100kg

• Cost effective solution to loft access

• Rubber feet for extra stability

A simple aluminium ladder that is economical and easy to fit. 

Ideal for occasional use.

A higher specification ladder with hand-rail for more frequent use.

Key Dimensions
• For floor to floor heights from 2.3m to 3.0m (9’10”)

• Vertical clearance above loft hatch: 750mm (2’6”)

• Horizontal clearance behind loft hatch: 
1050mm (3’5”)

• Loft opening 432mm wide x 508mm deep
minimum (17” x 20”)

• Tread depth 50mm (2”)

• Tread width 275mm (11”)

Features
• New metal safety catch prevents premature drop

during slidding ladder operation

• Complete with large handrail for climbing security

• Pivot arms in loft smoothly control descent/ascent

• Deep non-slip treads for greater comfort and safety

• Maximum safe loading: 100kg (221lbs)

Catch

Lower section

Twist catch

Upper section

Hinges

Guide pivots
Catch plate

Top stops

Sliding block

Guide pivot

Retainer

Catch

Retainer

Guide pivot

Sliding block





Key Dimensions
• For floor to floor heights from 

2.31m to 3.25m (7’7” - 10’8”)

• Vertical loft clearance: 1030mm
(above spring pivot)

• Horizontal loft clearance: 1600mm
(5’3”) rear of ladder to edge of loft

• Loft opening 686 x 508mm minimum

• Tread depth 77mm (3”)

Features
• High quality stairway with 2 handrails

• Sprung pivot arms provide easy sliding operation

• Nylon slides for quiet, smooth operation

• One size fits wide range of floor to floor heights

• Deep flat non-slip treads angled for comfort

• Maximum safe loading: 150kg

• The ultimate in luxury loft ladders

A heavy duty, high performance aluminium ladder for daily 

domestic and industrial use.

Deluxe Highest quality 2-section stairway

Usage Guide & Fitting Requirements
Fixing Points
Mounting brackets screwed to top lip of hatch
opening and to inside of trap door. Double pivot
arm mounting screwed to loft floor behind hatch.

Hatch
Convert to down-swinging trap door (fittings
supplied). Reinforcing may be required where 
ladder is attached to door.

Loft Floor
Solid floor/base required behind hatch for 
securing of pivot arm.

Height Adjustment
Variable position steel  stops attached to sides of
ladder stiles plus sliding adjustable stops on back 
of stiles.

Timberlux 2-section timber loft ladder
A high quality, stylish timber ladder for frequent use and 

where appearance is important.

Usage Guide & Fitting Requirements
Fixing Points
Roller assembly screwed to top, rear lip of loft
hatch. Pivot arm mounting screwed to loft floor
behind hatch

Hatch
Convert to down-swinging trap door
(fittings supplied)

Loft Floor
Solid floor/base required behind hatch for securing
of pivot arm

Height Adjustment
Adjustable stop allows one or two tread overlap of
ladder sections. 3 position options for top locking-
brackets give fine adjustment

Key Dimensions
• For floor to floor heights from 

2.43m to 3.0m (7’10” - 9’10”)

• Arc of clearance: 1050mm

• Horizontal clearance behind loft hatch: 1550mm

• Loft opening 450mm wide x 560mm deep
minimum (1’6” x 1’10”)

• Maximum ladder width 400mm (1’4”)

• Number of treads 12

Features
• Stylish design with the added quality and 

feel of natural wood. All timber sourced from
renewable and sustainable forest areas.

• Spring assisted sliding mechanism for safer 
and effortless operation.

• Fast and simple installation - supplied with all
necessary fittings

• Fitted with handrail for added safety

• Maximum safe loading: 150kg


